
Navara D40 / Pathfinder – Komplet za prebacivanje na zamajac kvačila sa jednostrukom masom

Primenljive reference: ADN130247
Primene: Motor: Nissan Navara D40 2.5DT 2005>2010, Pathfinder R51 2.5DT 2005>2010 

Datum izdavanja: 05/2015

Lamela kvačila u kompletu Blue Print ADN130247 
projektovana je da neutrališe velike fluktuacije motora u 
primeni kod dizela i direktnog ubrizgavanja; lamela kvačila 
koristi visoke performanse opruge prigušivača za apsorpciju 
buke i vibracije.

Novi zavrtnji zamajca sadržani su  kompletu i treba da zamene 
originalne zavrtnje.

Nove zavrtnje zamajca treba podesiti na odgovorajući obrtni 
momenat od 108Nm.

Disclaimer : Any technical tips are produced in good faith. Ferdinand Bilstein UK Ltd. always recommend that vehicle maintenance and diagnostics are only 
carried out by suitably experienced people using appropriate tools in a safe manner within a workshop environment. Ferdinand Bilstein UK Ltd. and their 
customers cannot be held responsible for the correctness of, or misinterpretation of the above technical tips. Images shown are for illustrative purposes only and 
may not be representative of the products or vehicles described.

Preporuka za dodatne delove za zamenu
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Blue Print preporučuje da se zameni ležaj spojničke osovine.

Referentni broj Nissanove opreme za prvu ugradnju je 32202B9500.

Pošto će biti neophodno da se izvade pogonske osovine kako bi se izvršila zamena kompleta kvačila, Blue Print 
preporučuje da se spojnice pogonskih osovina i odgovarajuće prirubnice obeleže bojom na transfer menjaču 
i zadnjim pogonima kako bi mogli ponovo ugraditi na istoj poziciji i tako izbegao rizik od neuravnoteženosti/ 
vibracija.

Blue Print takodje preporučuje da se zamene zavrtnji pogonskih osovina i da se zategnu na odgovarajući obrtni 
momenat.

Reference opreme za prvu ugradnju Nissana su:

•	 371207S00A (zavrtanj zadnje pogonske osovine, x 4), 95 Nm

•	 371204P00A (zavrtanj prednje pogonske osovine, x 8), 60 Nm

•	 37171VC30A (navrtka zadnje pogonske osovine, x 4), 95 Nm

•	 371710P00A (navrtka prednje pogonske osovine, x 8), 60 Nm.

Novo kvačilo posle ugradnje ne bi trebalo izlagati velikim opterećenjima prvih 500 milja / 800 kilometara, 
uključujući korišćenje vozila za vuču drugog vozila ili vožnju van puteva po teškim terenima.


